
PRODUCT LINE

SHEET DIMENSION

COMPONENT
CODE

Thickness

Section Geometry :

Design Geometry / Frame position :

Critical Point / Sample Validity :

STD BIO PRODUCT CODE

UoM MEASURE TOLLERANCE NOTE

DESCRIPTION UoM THICKNESS
TEMPLE

THICKNESS
FRAME

TOLLERANCE
Min

TOLLERANCE
Max

mm/10

mm/10

EXTRUDED
BLOCK
LAMINATED

WIDTH
LENGHT

mm.
mm.

SAMPLE CODE
SUPPLIER CODE

X

600

A100

1400 1395 - 1405
595 - 605

CRYSTAL 80 80 82

Tutte le informazioni contenute in questo inserto vengono date in buona fede ed al meglio delle nostre conoscenze disponibili. Ogni utilizzatore del materiale è tenuto ad effettuare 
suoi propri test per determinare se il materiale è adatto all'uso specifico. LA/ES si riserva il diritto di cambiare qualunque tipo di dato riportato in questo inserto in qualsiasi momento.
Data stated are provided in good faith to the best of our knowledge. Data provided are not binding and they do not users from carrying out their own tests to verify product suitability.
LA/ES reserves the right to modify any information at any time. 

Technical Data Sheet

Master samples validity is two years 
(an ispection takes place after 12 months)

Scadenza attuale di 2 anni 
(salvo verifica preventiva dopo un anno)

mm/10CRYSTAL 60 60 62
mm/10CRYSTAL 50 50 52
mm/10CRYSTAL 40 40 42
mm/10CRYSTAL 20 20 22

600Sp.
2,0
4,0
5,0
6,0
8,0
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